
WWW.MACPRESSE.COM

PAPERMAKING INDUSTRY 

Copyright © Macpresse Europa - P.IVA 04413130966

RECYCLING SECONDARY 
RAW MATERIAL

RENEWABLE ENERGY 
AND BIOMASS 

PAPER INDUSTRY

MUNICIPAL SOLID 
WASTE PROCESSING



2

HEADQUARTER

SERVICE & MAINTENANCE

MACPRESSE PRODUCTS,
OUR DISTINCTIVE VALUES

PRODUCTION EFFICIENCY
Cutting efficiency and  production optimisation (m3/h),
high output specific weight.

REMOTE SOFTWARE SUPPORT
Integrated troubleshooting modem.

ENERGY SAVING
First class Bosch-Rexroth-Parker hydraulic pumps.

MACPRESSE TYING
Higly customisable system using plastic wire, steel wire or double steel wire.

HIGH WEAR RESISTANCE
Patented HARDOX steel liners.

HIGH EFFICIENCY MOTORS
High efficiency IE3 motors, reduced electricity consumption compared with 
traditional motors.   
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LIFE CYCLE OF MACPRESSE PRODUCTS, 
FROM DESIGN TO ON-SITE ASSEMBLY 

STEP 7
DELIVERY 

STRUCTURAL STEEL
CONSTRUCTION  

STEP 3

STEP 1
DESIGN COMPUTER NUMERICAL 

CONTROL (CNC)

STEP 2

STEP 6
STORAGE

STEP 5
TESTING 

STEP 4
PAINTING

STEP 8

ON-SITE ASSEMBLY 

STEP 9
COMMISSIONING/
TRAINING

LOCAL TECHNICAL IN 
40 COUNTRIES 

STEP 10
SPARE PARTS 
INVENTORY

STEP 11

MACPRESSE QUALITY PROCESS
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MOTOR POWER
120 HP 170 ton / 374 800 LB 1100 X 1100 mm 600 m3/h

BOX PLANT

MAC 110/1  CUTTING AND THRUST POWER BALE DIMENSIONS VOLUMETRIC PRODUCTION

Note: Performance rates, bale weights and bale densities are subject to moisture content, material pre-bale densities, feed rates nand other variables in baling.
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MOTOR POWER
100 HP 120 ton / 264 500 LB 1100 X 1000 mm 525 m3/h

MAC 106/1, MAC 107/1, 
MAC 108/1, MAC 110/1

PNEUMATIC TRANSPORT AUTOMATIC BALERS 
FOR BALING TRIMMINGS 
AND WASTE

CONVEYOR L AND P SERIES
MAC 1800 L, MAC 2100 L,
MAC 2100 P,

CARDBOARD
70/80 kg/m3 4.37/4.99 lb/ft3

MAC 108/1 BALING PRODUCTION CARDBOARD MAC 108/1 FEED WITH PNEUMATIC SYSTEM AND CONVEYOR BELT

SPECIFIC PLANTS
FOR BOX FACTORIES

MAC 108/1  CUTTING AND THRUST POWER BALE DIMENSIONS VOLUMETRIC PRODUCTION

Note: Performance rates, bale weights and bale densities are subject to moisture content, material pre-bale densities, feed rates nand other variables 
in baling.
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MAC 107/1 - BOX PLANT OPTIMIZED SHIPPING METHOD

VARIABLE LENGHT

75
0 

m
m

1100 mm

MOTOR POWER
60 HP  CUTTING AND THRUST POWER BALE DIMENSIONS VOLUMETRIC PRODUCTION

75 ton / 165 500 LB 1100 X 750 mm (WXH) 428 m3/h

MOTOR POWER
100 HP  CUTTING AND THRUST POWER BALE DIMENSIONS VOLUMETRIC PRODUCTION

95 ton / 209 450 LB 1100 X 750 mm (WXH) 465 m3/h

SERIES  MAC 106/1 AND MAC 107/1 HAVE BEEN SPECIALLY DESIGNED TO COMPRESS MEDIUM QUANTITY 
OF CARDBOARD TRIMS AND CARDBOARD BOXES.

MAC 106/1

MAC 107/1
Note: Performance rates, bale weights and bale densities are subject to moisture content, material pre-bale densities, feed rates nand other variables in baling.
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MACPRESSE CONVEYORS SPECIFICALLY DESIGNED FOR FEEDING  
PAPER MILL PULPERS MUST BE EXTREMELY HEAVILY 
CONSTRUCTED TO CARRY LARGE LOADS OF HEAVY FIBER. THEY 
MUST BE DESIGNED TO PROVIDE MAXIMUM UPTIME IN CRITICAL 
CONDITIONS.

MAC 2100PP MAC 2100P

PAPER MILL
PULPER LOADING BELTS
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PULPER WASTE 

MAC 112XL MOTORS POWER
2X120 HP CUTTING AND THRUST POWER BALE DIMENSIONS VOLUMETRIC PRODUCTION

200 ton / 441 000 LB 1100 X 1100 mm (WXH) 702 m3/h

A high percentage of water can be extracted from the 
pulper waste using a dewatering baler from Macpresse.  

PAPER MILL
DEWATERING BALING PRESS

Note: Performance rates, bale weights and bale densities are subject to 
moisture content, material pre-bale densities, feed rates nand other 

variables in baling.
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THE CLEANING CONVEYOR WITH 
CHAIN AND SCRAPERS IS INSTALLED 
AROUND THE PERIMETER OF THE 
BALER.   LEACHATE AND REJECTED 
MATERIALS ARE COLLECTED AND  
DISPOSED OF IN SPECIAL TANKS. 

It is essential to keep the workplace clean and free of leachate and residue to increase safety of personnel.

ESSENTIAL FOR BALING AND DEWATERING PULPER SLUDGE
COLLECTION OF LEACHATES AND REJECTS OPTIONAL

PLANT
CLEANING

OPERATOR
SAFETY

EASY
MAINTENANCE

LEACHATES COLLECTION BELT

BELT AROUND BALER PERIMETER 

LIQUIDS

CLEANING BELT FOR SEPARATING LEACHATE AND REJECTED MATERIAL 

SOLID REJECTS 
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TRIMMINGS PNEUMATIC TRANSPORT AND BALING SYSTEM

MOTOR POWER
100 HP CUTTING AND THRUST POWER BALE DIMENSIONS VOLUMETRIC PRODUCTION

95 ton  / 209 450 LB 1100 X 750 mm (WXH) 465 m3/h
PRINTING HOUSE

MAC 107/1

Note: Performance rates, bale weights and bale densities are subject to moisture content, material pre-bale densities, feed rates 
nand other variables in baling.
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MAC 102, MAC 106/1, MAC 
107/1,MAC 108/1, MAC 110/1

BALERS FOR BALING 
PAPER TRIMMINGS:

BALED PAPER 
TRIMMINGS

PNEUMATIC 
TRANSPORT SYSTEMS.

MACPRESSE HAS 
BEEN PROVIDING 

COMPLETE BALING 
SYSTEMS FOR 

BINDERIES AND 
PRINTERS FOR 

MORE THAN 

30
YEARS

BALER FED BY PNEUMATIC SYSTEMS

MOTOR POWER
30 HP CUTTING AND THRUST POWER BALE DIMENSIONS VOLUMETRIC PRODUCTION

60 ton  / 132 000 LB 800 X 800 mm 300 m3/h

The balers can be fed by pneumatic systems. Dense square bales allow 
more tons to be stored in less space and reduce the cost of transportation. 

SPECIFIC BALING  PLANTS 
FOR PRINTING HOUSES

MAC 102
Note: Performance rates, bale weights and bale densities are subject to moisture content, material pre-bale densities, feed rates nand other variables in 

baling.
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For futher information visit www.macpresse.com or contact us:
e-mail info@macpresse.com
tel. +39 02 905 24 20

CONTACTS SOLUTION FEATURES

HIGH 
DENSITY 
BALES

EASILY 
TRANSPORTABLE

OPTIMUM
STORAGE

SEA
TRANSPORT

IMPERMEABLE RAIL
TRANSPORT

ROAD
TRANSPORT

MACPRESSE IN NUMBERS

1500+
BALERS 

INSTALLED

45+
COUNTRIES WITH 

INSTALLED BALERS

200+
COLLABORATION 

AROUND THE 
WORLD

50+
BALERS PER YEAR 

PRODUCED

15+
PROPRIETARY 

PATENTS

50+
COUNTRIES WITH 

PARTNERS

WORLDWIDE

ASSISTANCE

50+
YEARS IN THE 

MARKET

40+
COUNTRIES WITH 

SPARE PARTS 
STORES

*Macpresse reserves the right to change specifications without notice.


